EJ-FLP Series

Expansion joint cover for floors
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NOTE:

1. TOTAL THERMAL MOVEMENT CAPABILITY
OF 2 COMPONENT POLYURETHANE SEALANT
IS5 11/4" (TYPICAL ALL MODEL SIZES)

2, ENHANCED MOVEMENT CAPABILITIES

Typical Section

Aluminum edge frame

14"@ x 2 1/4" L.G. Threaded
Concrete Anchor Spaced @ 18" O.C:

Seismic centering bar
spaced @ 18" o.c.

AVAILABLE. Floor To Floor
NOTE: EXPOSED ALUMINUM SURFACES
MILL FINISH (STANDARD).
Dimension Chart
Joint Opening (J.0.) Total Seismic S.W. B
Model at install allow min. allow max. Movement at install (min)
inches mm inches mm inches mm inches mm inches mm inches mm
-FLP-400 4 100 11/4 32 6 152 4 3/4 121 12 7/8 327 6 152
-FLP-600 6 152 11/4 32 9 229 7 314 197 14 7/8 378 6 152
-FLP-800 8 203 11/4 32 12 305 10 3/14 | 273 18 7/8 479 7 178
-FLP-1000 10 254 11/4 32 15 381 13 3/4 349 20 7/8 530 T 178
-FLP-1200 12 305 11/4 32 18 457 16 3/4 425 2378 606 T 178
-FLP-1600 16 406 11/4 32 24 610 22 3/4 | 578 297/8 759 8 203
-FLP-1800 18 457 11/4 32 27 686 253/4 | 654 347/8 886 10 254
Note: J.O. minimum and maximum values are after seismic movement occurs,
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