EJ-PTS-W Series

Expansion joint cover for decking
Floor to Wall Condition

3/8" Flathead Fastener

1/8"t —-‘ "B"

With Heawvy-Duty

Seismic-centering Bar
(Sizes 1000W-1800W)

Fill With Sealant

(by Others)

Wall Mount Extrusion
With Leaf Spring
And Hardware

1/4" X 2-1/4"Concrete
Expansion Anchor with
Washer Spaced @ 18" O.c.

Install Using
Prima-lub Adhesive

Molsture Barrier

(Non-Extruded Barrier
may be Utilized for Wide Openings)

— 3/8" Aluminum Cover

\ Plate w/Brushed Finish .
+—— Elastomeric

Concrete Infill Material

1

1-3/8" (35)
‘\Li Aluminum Extrusion

[T

3/8" X 3" Lg Concrete

A | 3-1/2*(89) Expansion Anchor with
EJ-PTS-200W THRU EJ-PTS-1800W DETAIL Ol

FLOOR—TO—WALL CONDITION

()- DENOTES MILLIMETERS

DIMENSION CHART
MODEL | iy " i " i ' MOVEMENT
-PTS-200W | 1-3/8"(35) 2"(51) 2-5/8"(67) 3-3/4"(95) 1-1/4"(32)
-PTS-400W | 1-3/8"(35) 4"(102) 51/8"(130) | 61/4"(159) 3-3/4"(95)
-PTS-600W | 1-3/8"(35) 6"(152) 7-5/8"(194) | 8-3/4"(222) 6-1/4"(159)
-PTS-800W | 1-3/8"(35) 8"(203) 10-1/8"(257) 11-1/4"(286) 8-3/4"(222)
-PTS-1000W | 6"(152) 10"(254) 12-5/8"(321) | 13-3/4"(349) 6-5/8"(169)
-PTS-1200W | 7"(178) 12"(305) 15-1/8"(384) 16-1/4"(413) 8-1/8"(206)
-PTS-1500W | 8-1/2"(216) 15"(381) 19-1/8"(486) 20-1/4"(514) 10-5/8"(270)
-PTS-1800W | 10"(254) 18"(457) 22-5/8"(575) | 23-3/4"(603) 12-5/8"(321)

NOTE: COVERPLATE IS DESIGNED FOR THE OUTSIDE EDGE TO LINE UP
WITH THE OUTSIDE EDGE OF THE FLOOR-TO-FLOOR COVERPLATE AT
RECOMMENDED INSTALLATION WIDTHS(MID) LISTED ABOVE.

(NYSTROM)

Right to site.
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