EJ-PTS Series

Expansion joint cover for decking
Surface Mount

3/8" Stn Stl Flathead Fastener
With Heavy-Duty Seismic-Centering Bar
Spaced at 18" O.C.

Vibration Reduction Gasket

3/8" Aluminum Cover
/7 Plate w/Brushed Finish

Finished Surface j

1-3/8" (35),

Install Using ———————
Prima-lub Adhesive

Moisture Barrier
(Non-Extruded Barrier

3 1/2" (89) Min

Elastomeric
Concrete Infill Material

Aluminum Extrusior

[= 3/8" X 3" Lg Concrete

Expansion Anchor with
Nut And Washer Spaced
@ 18" 0.C.

may be Utilized for Wide Openings)

EJ-PTS-200 THRU EJ-PTS-1800 DETAIL
FLOOR—TO—FLOOR CONDITION

() - Denotes Millimeters

DIMENSION CHART
"A' @ "A' @ "A@ o Total
Model Min Mid Max i M(;\?ement

EJ-PTS-200 | 1-3/8"(35) 2'(51) 3'(76) 53/4°(146) | 1-5/8"(41)
EJ-PTS-400 | 1-3/8"(35) 4"(102) 6"(152) 8 3/4"(222) 4-5/8"(117)
EJ-PTS-600 | 1-3/8"(35) 6"(152) 9"(229) 11 3/4"(298) | 7-5/8"(194)
EJ-PTS800 | 1-3/8"(35) 8"(203) 12"(305) 14 3/4"(375) | 10-5/8"(270)
EJ-PTS-1000| 1-3/8"(35) 10"(254) 15"(381) 17 3/14"(451) | 13-5/8"(346)
EJ-PTS-1200 | 1-3/8"(35) 12"(305) 18"(457) 20 3/4°(527) | 16-5/8"(422)
EJ-PTS-1500 | 1-3/8"(35) 15"(381) 23"(584) 25 3/4"(B54) | 21-5/8"(549)
EJ-PTS-1800 | 1-3/8"(35) 18"(457) 27"(686) 20 3/47(756) | 25-5/8"(857)
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