EJ-RJF-W Series

Expansion joint cover for roofs
Roof to wall condition

1/4" Stn Stl Pan head screw
w/Rubber washer and Seismic

Note:
Proper Attachment and Termination

Centering bar spaced at 18" O:C. '/ _' X :

E%Fﬂ

1/4" Dia Threaded —'J '
Anchors spaced at
18"0C.

Note:
Seismic Centering

Bar Not Required Dn
-200to -400

4 Barrier

B of Roof Membrane at Expansion
Joint shall be the responsibility of
] Roofing Contractor to ensure water
tightness.
| — Elastomeric Gasket
Aluminum Cover
o P " / Mill Finish
P -

Aluminum Base
Member with Drip Edge

Wood Blocking
(By Others)

Roof Membrane
(If Applicable) By Others

1/4" Dia Lag Screws
A spaced at 18" O.C.

( ) - Denotes Millimeters

DIMENSION CHART

Model | "A" @ Min. | "A" @ Mid ["A" @ Max. "B Total Movement
EJ-RJF-200W 0" 2"(51) 3"(76) 3 3/4" 3"(76)
EJ-RJF-400W 0" 4"(102) 6"(152) 63/4" 6"(152)
EJ-RJF-600W 0" 6"(152) 9"(229} 93/4" 9°(229)
EJ-RJF-800W 0" 8" (203) 2"(305) 12 314" 12"(305)
[EJ-RIF-1000W] 5 1/4"(134) | 10"(254) 15"(381) 15 7/8" 9 3/4"(248)
EJ-RJF-1200W| 6 1/4"(159) | 12"(305) 8"(457) 18 7/8" 11 3/4"(298)
EJ-RJF-1200w| O 1/47(235) | 18"(457) 2?"(686) 27 778" 17 3/4"(451)
EJ-RJF-2400W[12 1/4"(312) 24"(610) | 36°(914) 36 7/8" 23 3/4"(603)

NYSTROM

Right to site.
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