EJ-RJS-W Series

Expansion joint cover for roofs
Roof to wall condition

Aluminum Cover

Mill Finish

1/4" Stn Stl Pan Head screw
w/Rubber washer @ 18" O.C.

Seismic Centering bar
spaced @ 18"0.C.

MNote:

Seismic Centering Bar Not
Required On -200W Through 800W

Moisture Barrier

() - Denotes Millimeters

EJ-RJS-200W Through -2400W

WALL-TO-ROOF CONDITION

1/2"
Typ. Setback

Elastomeric Gasket

Extruded Aluminum
Profile

Note "A":

Proper Attachment And

Termination Of Roof Membrane

At Expansion Joint Shall Be The
Responsibility Of Roofing Contractor
To Ensure Water Tightness.

Roof Membrane (If
/Applicable) By Others

1/4" Dia. Lag Screw
With Washers 18" O.c.

Wood Blocking

(Supplied By Others)

DIMENSION CHART
"A" "A" "A" "B" TOTAL

MODEL MI% M(I@If) M%( SYSTEM WIDTH M%VEMENT
EJ-RJS-200W 0"(0) 2"(51) 3"(76) 5-1/2"(140) 3"(76)
EJ-RJS-400W 0"(0) 4"(102) 6"(152) 8-1/2"(216) 6"(152)
EJ-RJS-600W 0"(0) 6"(152) 9"(229) 11-1/2"(292) 9"(229)
EJ-RJS-800W 0"(0) 8"(203) 12"(305) 14-1/2"(368) 12"(305)
EJ-RJS-1000W | 5-1/4"(134) 10"(254) 15"(381) 17-1/2"(445) 9-3/4"(248)
EJ-RJS-1200W | 6-1/4"(159) 12"(305) 18"(457) 20-1/2"(521) 11-3/4"(299)
EJ-RJS-1800W | 9-1/4"(235) 18"(457) 27"(686) 29-1/2"(749) 17-3/4"(451)
EJ-RJS-2400W | 12-1/4"(312) 24"(610) 36"(914) 38-1/2"(978) 23-3/4"(603)

Note: Minimum And Maximum Values Are After Movement Occurs. Mid
Point Value Is The Recommended Size Of Opening At Installation.
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P/N’s for End Caps:

Description P/N
EJ-RJ5-200 End Cap MN15317
EJ-RJS-400 End Cap MN15318
EJ-RJS-600 End Cap M15319
EJ-RJS-BOO End Cap MN15320
EJ-RJS-1000 End Cap M15321
EJ-RJS-1200 End Cap MN15322
EJ-RJS-1800 End Cap M15323
EJ-RJS-2400 End Cap MN15324

Right Left

Corner Condition Hand Hand
EJ-RJ5-200W End Cap MN15325 M15425
EJ-RJS-400W End Cap MN15326 MN15426
EJ-RJS-600W End Cap MN15327 MN15427
EJ-RJS-800W End Cap MN15328 MN13428
EJ-RJS-1000W End Cap MN15329 MN15429
EJ-RJS-1200W End Cap M15330 M15430
EJ-RJS-1800W End Cap M15331 M15431
EJ-RJS-2400W End Cap M15332 M15432




	EJ-RJS-W Series

