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SLAB-TO-SLAB CONDITION

() - Denotes Millimeters

Dimension Chart
Seal Profile "A"_Joint ) "A"_Joint Total Installa_tion "G:oove Depth
Opening (min.)|Opening (max.)| Movement @ Mid. B" @ Full Comp
EJ-SAN-225 11/16"(17) 1-15/16"(49) 1-1/4"(32) 1-3/8"(35) 1-7/8"(48)
EJ-SAN-260 | 1-1/16"(27) | 2-1/8"(54) 1-1/16"(27) | 1-5/8"(41) | 2-3/8"(60)
EJ-SAN-300 1-7/16"(37) 2-9/16"(65) 1-1/8"(29) 2"(51) 2-17/32"(64)
EJ-SAN-400 1-1/4"(32) 3-3/8"(86) 2-1/8"(54) 2-3/8"(60) 3-3/16"(81)
EJ-SAN-500 | 1-7/16"(37) | 4-1/4"(108) 2-13/16"(71) | 2-7/8"(73) 3-5/8"(92)
EJ-SAN-600 | 1-13/16"(46) | 5-1/8"(130) 3-5/16"(84) | 3-1/2"(89) 4-5/8"(117)
EJ-SAN-500LH| 1-7/16"(37) 4-1/4"(108) 2-13/16"(71) | 2-7/8"(73) 2-3/4"(70) PROJECT:
ARCHITECT:
CONTRACTOR:
QTY:
PART#:
@ TITLE: EJ-SAN SERIES
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Note: Webbing Varies By Model.
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