EJ-SFX-400W to SFX-2400W

Expansion joint cover fo
Floor to Wall condition,

r floors
4 10 24 inch joint opening

/

3/16" Stainless Steel Cover Plate
Note:

Primary surfaces of stainless steel
supplied with brushed finish.

Fill with sealant

By Others " Extensi
(By ) 1/8"(3) 11/2°(38) xtension i
Min. Finished Floor o
Aluminum (By Others) 0
Wall Extrusion / i
b4

1/4" Dia X 1 3/4" Tapper
Concrete Anchor
Spaced @ 24" O.C.

1/2"(13) Ref

Seismic Centering bar
spaced at 18" O.C.
(-1000W to -2400W Only)

.” ™ Aluminum Base Extrusion

2-5/16"(59)

2-5/8"(67)REF [
[ ok ; ‘—— 1/4" Concrete Expansion anchor
wiwasher and nut Spaced @ 24" O.C.

EJ-SFX-400W THRU-2400W

FLOOR TO WALL CONDITION

() - Denotes Millimeters

DIMENSION CHART
Model "A" @ Min. | "A" @ Mid | "A" @ Max. "B" Total Movement
-SFX-400W 1" (25) 4"(102) [51/8"(130) |7 3/16"(183)| 4 1/8"(105)
-SFX-600W [ 1" (25) 6"(152) |7 5/8"(194) | 9 7/8"(251) 6 5/8"(168)
-SFX-800W | 1" (25) 8" (203) |10 1/8"(257)| 11 7/8"(302)| 9 1/8"(232)
-SFX-1000W| 1" (25) 10"(254) |12 5/8"(321)| 14 3/8"(374)| 11 5/8"(295)
-SFX-1200W| 1" (25) 12"(305) |15 1/8"(384)[ 16 7/8"(429)| 14 1/8"(359)
-SFX-1800W| 1" (25) 18"(457) |22 5/8"(575)| 24 7/8"(632)| 21 5/8(549)
-SFX-2400W| 1" (25) 24"(607) |30 1/8"(765)| 32 3/8"(822)| 29 1/8"(740)

Note: Minimum And Maximum Values Are After Movement Occurs. Mid
Point Value Is The Recommended Size Of Opening At Installation.
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