EJ-ECF-W Series
Roof Bellows, Roof to Wall condition

COUNTER FLASHING

FASTEN @ B"(200) O.C.
START 1%(25) FROM ENDS

CF FLEXIBLE BELLOWS W/ METAL FLANGES
SET IN MEMBRANE COMPATIBLE MASTIC

GROMMENTED FASTENER
/o 8"(200) 0.C. START 1"(25) FROM ENDS

LASHING MEMBRANE

2'{;"1) TREATED WOOD CURB

ROOF DECK #
]

Y ( ) DENOTES MILLIMETERS

ECF—200W THRU ECF—800W DETAIL

DESIGN FEATURES

oBLACK EPDM FLEXIBLE COVER STANDARD

BLACK NEOPRENE AVAILABLE AS A SPECIAL ORDER

o FLANGE MATERIAL: GALVANIZED 26 GA STEEL STANDARD
ALUMINUM, STAINLESS, COPPER, LEAD COATED COPPER,
TERN METAL AND KYNAR FINISHES SPECIAL ORDER

o STANDARD AND CUSTOM FABRICATED INTERSECTIONS

AND DIRECTION CHAMGES AVAILABLE

o SYSTEMS FOR LARGER JOINT OPENINGS CAN BE DESIGNED

DIMENSION CHART
TOTAL
MODLE AT @ MIN A" @ MID A" @ MAX 8" MOVEMENT
ECF—200,/200W 1"(25) 2"(51) 3"(76) 2-1/2"(64) 2"(51)
ECF-300,/300W 1=1/27(38) | 3"(76) 4=1/2"(114) 3-3/4"(95) 3"(76)
ECF—400,/400 2"(51) 4"(102) | 6"(152) 5"(127) 4"(102)
ECF-500/500 2-1/2"(64) 57(127) 7-1/2"(191) 6-1/4"(159) 5"(127)
ECF—-600/600 3°(78) 6"(152) 9"(229) 7-1/2"(191) 6"(152)
ECF—B00,/800 3-1/2%(89) 77(178) 10-1/2"(287) | B-3/4"(225) 7"(178)
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