EJ-PTX-W Series

Expansion joint cover for decking

Floor to Wall

Condition

3/8" Flathead Fastener _”8 2 —

With Heavy-Duty
Seismic-centering Bar
(Sizes 1000W-1800W)

Fill With Sealant
(by Others)

Wall Mount Extrusion
With Leaf Spring

3/8" Aluminum Cover

~——— Aluminum
Extension Plate

And Hardware

1/4" X 2-1/4"Concrete
Expansion Anchor with e
Washer Spaced @ 18" O.c.” ~

Install Using
Prima-lub Adhesive

Moisture Barrier
(Non-Extruded Barrier
may be Utilized for Wide Openings)

|

\ Plate w/Brushed Fin?
—— e

1-1/2"(38)min.

K

29(51)’

4..

— Concrete Infill Material

Aluminum Extrusion

VARIES ——

3/8" X 3" Lg Concrete
Expansion Anchor with
Nut And Washer Spaced

EJ-PTX-200W THRU -1800W DETAIL @ 18" 0.C.
FLOOR-TO—WALL CONDITION
() - Denotes Millimeters
DIMENSION CHART
A'@ "At@ A @ - TOTAL
MODEL MIN MID MAX B MOVEMENT
EJ-PTX-200W | 1-3/8"(35) 2"(51) 2-5/8"(67) 4-1/8" (104) 1-1/4"(32)
EJ-PTX-400W | 1-3/8"(35) 4"(102) 5-1/8"(130) 7-1/8" (181) 3-3/4"(95)
EJ-PTX-600W | 1-3/8"(35) 6"(152) 7-5/8"(194) 10-1/8" (257) 6-1/4"(159)
EJ-PTX-800W | 1-3/8"(35) 8"(203) 10-1/8"(257) 13-1/8" (333) 8-3/4"(222)
EJ-PTX-1000W | 6"(152) 10"(254) 12-5/8"(321) 16-1/8" (410) 6-5/8"(169)
EJ-PTX-1200W | 7"(178) 12"(305) 15-1/8"(384) 19-1/8" (486) 8-1/8"(206)
EJ-PTX-1500W | 8-1/2"(216) 15"(381) 19-1/8"(486) 23-7/8" (606) 10-5/8"(270)
EJ-PTX-1800W | 10"(254) 18"(457) 22-5/8"(575) 28-1/8" (714) 12-5/8"(321)
Note: Coverplate Is Designed For The Outside Edge To Line Up
With The Outside Edge Of The Floor-to-floor Coverplate At
Recommended Installation Widths(mid) Listed Above.
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