SPECIFICATIONS:

- 6063-T6 ALUMINUM

- CLEAR ANODIZED FINISH

- WALL JOINT CLIPS MANUFACTURED
WITH PREDRILLED HOLES

- STANDARD LENGTH= 10"/ SECTION

- MOISTURE BARRIER OPTIONAL
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PROJECT:
ARCHITECT:
JOINT OPENING (JO)
CONTRACTOR:
AT INSTALL ALLOW MIN ALLOW MAX SIGHTLINE (B) | TOTAL MOVEMENT QTY:
PART NUMBER IN MM IN MM IN MM IN MM IN MM PART#:
WJ- 100w 1.0 25 .50 13 1.75 45 2.50 | 64 1.0 25 n TITLE:
WJ-200W 2.0 51 .50 13 3.25 83 4.00 | 102 2.0 51 NYSTROM WJ-W SERIES EXPANSION JOINT
Right to site.

WJ-300W 3.0 76 .50 13 4.75 121 5.50 | 140 3.0 76 0300 73rd Avenue North

PROPRIETARY AND CONFIDENTIAL: THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF NYSTROM. ANY REPRODUCTION IN PART OR AS A WHOLE WITHOUT THE WRITTEN

PERMISSION OF NYSTROM IS PROHIBITED.

Brooklyn Park, MN 55428

NAME [DATE | SIZE |DWG. NO. REV
DRAWN | DKL |213/14| A WJI-W A
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